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    >> Motors/Drives
Washdown motor

Picker-Plus electric 
washdown motor is 
designed for feather-
picking equipment. It 
combines the company’s 
patented HydroDuty features 
with the requirements of feather-
picking applications. Motor features a rolled steel shell 
and a heavy-duty drive-end bearing, which has the capa-
bility to withstand severe side-load forces that occur in 
picker applications. Other features include top-mounted 
conduit box, encapsulated winding, epoxy-coated rotor 
and an external stainless slinger.

Franklin Electric: www.hydroduty.com

Seal grounds 
motor shaft

Motor Grounding Seal (MGS) 
uses carbon filament brushes with-
in the seal to redirect shaft current 
past the bearing and through the 
end bell to ground. When VFDs 
are used with ac motors, voltage 
builds up on the shaft, forcing current 
to ground through the bearings, causing bearing degrada-
tion. The seal not only prevents shaft-current degrada-
tion, it also prevents contamination from moisture, dust 
or dirt.

Inpro/Seal Co.: www.inpro-seal.com

VFD for HVAC pumps
Altivar 61 variable speed drive 

manages and monitors building 
HVAC and pump applications using 
3-phase motors from 1 hp to 125 hp 
at 200/240 Vac, and 1 hp to 900 hp at 
380/480 Vac. It also has under-volt-
age ride-through capability qualified 
to SEMI-F47 standards. It is also 
designed for ease-of-use in centrifu-
gal pump and fan applications. It also features 
a common user interface and multiple I/O and commu-
nication options.

Schneider Electric; Industrial Automation &
Controls Group: www.us.telemecanique.com

Copper rotor motors
NEMA motors are available 

in three product lines, which 
include general-purpose die-
cast aluminum, general-pur-
pose cast iron and severe duty 
cast iron frame. These motors 
include high efficiency and 
NEMA Premium designs. 
Die-cast copper rotors and special stator designs pro-
vide for energy efficiency and lower cost of ownership. 
A definite-purpose version, which reportedly exceeds the 
requirements of IEEE standard 841, is available for critical 
petroleum, chemical and paper processing applications.

Siemens Energy & Automation: www.sea.siemens.com

Adapter facilitates 
shaft grounding

AEGIS SGR conductive 
MicroFiber shaft grounding ring 
includes a mounting adapter 
to facilitate installation of the 
device on ac motors with shaft 
shoulders, slingers, bearing 
caps or end-bell protrusions. 
The adapter also streamlines 
installation of the SGR on new motors by OEMs. Slots 
in the mounting plate accommodate any NEMA or IEC 
motor frame. The kit comes with standoff posts of ¼ inch, 
½ inch and 1-inch lengths.

Electro Static Technology: www.est-aegis.com

Adjustable frequency drive
The SPX 9000 adjustable frequency 

drive provides precise motor control and 
features fast microprocessor control for 
high dynamic performance. Features 
include less than 0.01% speed error; 
incremental or absolute encoder support; 
full torque control at all speeds, including 
zero; starting torque greater than 200%, 
depending on motor and drive sizing; and 
integrated data logger for system analysis. Drive can also 
be used in open-loop applications.

Eaton Corp.; Industrial Control Div.:
www.eatonelectrical.com
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>> Safety & Health
Washdown drives

H 2  wa s h d ow n 
adjustable speed 
drives are avail-
able in open-loop, 
encoderless and 
closed-loop vec-
tor, and servo configu-
rations. Rated NEMA 4X, the drives are available from 
1 hp through 10 hp. The easy-to-use keypad is integrated 
into the washdown cover making programming exactly the 
same as standard H2 drives. All H2 drives share identical 
operator control, field installed options, simple program-
ming and common operating characteristics.

Baldor Electric: www.baldor.com

Pump controller
PumpSmart PS200 V5.0 pump 

control ler  prevents  fai lure, 
improves reliability and maximizes 
flow economy. The new version 
offers advanced control features, 
pump protection and positive dis-
placement pump protection. A pro-
prietary sensorless flow measure-
ment function calculates the flow 
of a centrifugal pump within +/-5% 
of the pump rated flow. Sensorless pump protection func-
tion accounts for hydraulic and mechanical losses when 
changing speeds. It also protects constant torque loads.

ITT Corp.: www.pumpsmart.com

Variable-frequency drive
SMVector drive features four 

modes of operation (V/Hz, enhanced 
V/Hz, vector speed, torque), high 
starting torque, auto-tuning, advanced 
low-speed control and dynamic speed 
regulation. It is reported to be eco-
nomical, easy to use and offers an 
electronic programming module. 
Accessories include dynamic brak-
ing kit, remote keypad, IP21 plate, external EMC filters 
and communication modules, which include CANopen, 
DeviceNet, Modbus/RS-485, Profibus and Ethernet.

AC Technology Corp.: www.actech.com

Cut-resistant gloves
Kleenguard G60 purple 

nitrile cut-resistant gloves are 
designed for workers needing 
protection against hand lac-
erations. Made with Dyneema, 
the gloves enhance dexterity and 
comfort while protecting against 
cuts, and the purple nitrile-coated tips 
enhance grip. The gloves are ambidextrous, breathable 
and feature a flexible nitrile-dotted palm. The gloves are 
suitable for metal fabrication and handling of sharp parts, 
among other applications.

Kimberly-Clark Professional: www.kcprofessional.com

Decontamination unit
The Remedial In-Room Decon-

tamination System is equipped 
with multi-patented, high-out-
put UVC technology. The UVC 
technology uses no chemicals, 
produces no ozone or toxic con-
taminants and minimizes worker 
exposure. Capable of decontami-
nating surfaces infested with 
mold, viruses and bacteria, the 
mobile decontamination unit is 
suitable for most types of commercial, industrial, insti-
tutional or residential buildings. 

Steril-Aire, Inc.: www.steril-aire.com

Bag removal device
The Grapoid filter bag 

removal device removes top-
loading, snap-in pleated and 
felt bags in baghouses. Avail-
able in two sizes, it’s oper-
ated by a standard cordless 
drill, a pneumatic wrench or 
a hand tool. The Grapoid is 
placed over the bag and the 
tool inserted into the connector on its top. The unit’s jaws 
clinch around the bag when the trigger is pulled, forcing 
the bag free of the grid plate.

MikroPul, LLC: www.mikropul.com
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