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Hydraulic grease pump
The 8600 Series hydraulic pump 

offers a range of grease output in 
a robust design. Featuring a com-
pact footprint, the pump is suitable for 
automatic lubrication systems installed 
on mobile equipment, fitting in tight 
spaces. Self-venting, the pump also fea-
tures pressure and flow regulators and 
a 24-Vdc control solenoid. It’s avail-
able in various sizes and adjusts to meet 
application requirements.

Alemite Corp.: www.alemite.com

The Pig One-Hand 
open-head funnel fea-
tures a low-profile fun-
nel and installs on open 
55-gallon steel drums 
with existing bolt rings. 
One-handed lever opera-
tion facili tates easy 
opening and closing and 
meets closed-container regulations. Available in three 
colors, it features 3/4 and 2-inch bungs and a lockable 
latch. Options include fill gauges, pumps, vents, a drain-
ing screen and a lever ring.

New Pig Corp.: www.newpig.com

Multipump
dispensing system

The GT multipump dis-
pensing system allows 
multiple-liquid transfer 
stations to operate simul-
taneously from a single 
compressor running at 2 
psi. The system features a regulator with a low-volume 
air pressure gauge, automatic external pressure relief and 
automatic shutoff, quick-connect air fittings on the mani-
fold and each pump. One-touch flow control dispenses 
chemicals at a controlled rate.

Westcott Distribution, Inc.: www.goatthroat.com

Split bearing
protection seal

The patent-pending 
design of the 33K split 
bearing protection seal 
combines two different 
materials. The mono-
lithic housing is made 
from a flexible, 95A 
durometer thermoset polyurethane. The sealing interface 
components are made from high-performance filled PTFE 
material. Seals are custom-made to ensure they meet appli-
cation requirements. 

A.W. Chesterton Co.: www.chesterton.com

Air distribution
system

The Pro-Flo X air dis-
tribution system features a 
patent-pending efficiency 
management system (EMS), 
which allows each pump to 
be customized specifically for 
actual operational parameters, 
regardless of application demands 
and pump size. Users adjust an integrated control dial to 
select the desired efficiency point and flow-rate to meet 
application needs. Lube-free, the unit has an aluminum 
construction. ATEX-approved versions are available.

Wilden Pump & Engineering, LLC: www.wildenpump.com

Filter & transfer cart
Featuring an ergonomic design 

with a low center of gravity, the 
Model 634 filter and transfer cart 
has an industrial-grade inter-
nal gearpump that’s designed 
for quiet operation. It handles 
many kinds of fluid, including 
high-viscosity oils, and offers 
multiple filter elements. Quick-
disconnect fittings on the return 
hose facilitate conversion to transfer-only mode, and a 
three-way valve is included to bypass filters for transfer-
only applications.

Kaman Industrial Technologies: 
www.kamandirect.com/filter-cart
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Open-head funnel
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The VDFT and JDFT 
manual drum faucets 
feature a virgin polyeth-
ylene construction. Both 
models have non-adjust-
able nozzles, manual turn 
handles and hooks to hold 
pails and buckets. Both designs provide graduated dis-
pensing speeds and include a ring around the bottom of 
the spout for hose attachment. The VDFT handle includes 
a hole for a padlock. The JDFT includes a port for an 
additional drum gauge.

Vestil Manufacturing Corp.: www.vestil.com

>> Fluid Handling
Pressure-powered
condensate pump

The Pivotrol PTF4 
high-capacity pressure-
powered condensate pump 
is capable of pumping up 
to 40,000 pounds per hour 
in rapid-cycling process 
environments and under 
elevated pressure and temperature conditions. A patented, 
pressure-balancing body ensures the unit’s dual pumping 
mechanisms share the pumping load equally. Patented 
vent-assist valves release pressure in the pump body dur-
ing the exhaust stroke.

Spirax Sarco, Inc.: www.spiraxsarco.com/us

Containment
pallets

Featuring 100% 
polyethylene con-
struction, Ultra-
Modular IBC SpillPallets offer spill con-
tainment for multiple IBC tanks. Available 
in models that accommodate two, three, four 
and five tanks, the pallets meet SPCC and EPA container 
storage regulation 40 CFR 264.175. Each tank sits on 
a low-profile pallet with a containment capacity of 75 
gallons. Flow-through bulkhead fittings allow sharing of 
containment space between pallets and expansion tanks. 
Indoor and outdoor varieties are available.

UltraTech International, Inc.: www.spillcontainment.com

Manual drum 
faucets

Touch screen control 
box for doors

The FlexLogic interactive 
control box features a graphic 
display that indicates position 
of door panels in real-time and 
facilitates setting of door lim-
its from the floor. An events 
log lists all door activity with 
an explanation of each event, 
accompanied with date and time. A diagnostics menu lists 
each door function and its status. The control box is UL-
approved and NEMA-rated 3, 3R, 4, 4X, 12 and 13.

Flexon, Inc.: www.flexoninc.com

High-speed
rolling door

The Spiral HZ high-per-
formance rolling door is 
engineered to withstand 
Category 4 hurricane-force 
winds. It features rigid, 
double-walled aluminum 
slats with integral rubber 
weather seals between each 
panel and reinforced hinges 
combined with galvanized-steel side columns. The door 
opens at speeds of up to 60 ips and is available in standard 
sizes up to 16x21 feet. 

Rytec Corp.: www.rytecdoors.com

Industrial 
doors

The RapidRoll 
3000R fami ly 
of high-perfor-
mance industrial 
doors is designed 
to improve work-
flow, lower energy 
and maintenance costs and enhance security. Suitable for 
a range of applications that call for frequent in and out 
traffic and/or secured access, the doors have a DiscDrive 
design, facilitating their fit into door openings with limited 
lintel and side room clearances. 

Albany Door Systems: www.albanydoors.com
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