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Touch screen monitor
TT-1700-TuffTouch touch screen 

LCD monitor is designed for use 
on the plant floor and features 
a sealed NEMA 4, IP66 sealed 
front panel; rugged metal 
enclosure; resistive and capaci-
tive touch screens; versatile mounting; 17-inch 
bright active display area; wide 160-degree view-
ing angle; and two-year warranty. The monitor is 
suitable for applications such as HMI, factory auto-
mation, process control or operator interfaces.

Stealth Computer Corp.: www.stealthcomputer.com

DAQ measurement
platform

CompactDAQ is a new 
platform for sensor and 
electrical measurements on 
the benchtop, in the field 
and on the production line. 
It features USB connectivity with flexible modular instru-
ments, eight-slot chassis that accepts I/O modules capable 
of measuring up to 256 channels of electrical, physical, 
mechanical and acoustic signals in a single system. The 
system measures voltage, temperature, strain, sound, 
vibration, digital I/O and switching.

National Instruments; Data Acquisition Div.: www.ni.com/daq

Process modeling tool
UniSim Design Suite R360 features 

dynamic simulation capability, easy-to-
use windows, process-flow dynamics, 
thermodynamics and unit operation 
models and Active X compliance. The 
release includes enhancements improv-
ing the design and optimization of heat 
exchanger networks. Its pressure-volume-temperature 
environment allows oil and gas users to tune thermody-
namic packages to their reservoir fluid data.

Honeywell Process Solutions; Control Applications Div.: 
www.honeywell.com/ps

Integrated motion 
and sequential control 

CompactLogicx 1768-L43 program-
mable automation controller provides 
integrated motion and sequential control in one unit. The 
PAC is capable of controlling up to four axes of coordinated 
motion over a SERCOS network and provides connectivity 
to EtherNet/IP, ControlNet, or DeviceNet networks. Motion 
and sequential functions are programmed with a single 
programming environment using descriptive tags. Features 
include linear and circular interpolation, graphical CAM 
profile editor and 38 integrated motion functions.

Rockwell Automation; Allen-Bradley Logix Business Group:
 www.ab.com/go/compactlogix

Distribution panel
with ATS

The Smart Distribution Panel with Auto-
matic Transfer Switch (ATS) integrates 
automatic transfer with electrical distri-
bution to lower total cost of ownership 
and improve overall availability. Features 
include predictive failure alarms, runtime 
calculation based on remaining fuel and 
generator load, fluid level monitoring, inte-
grated distribution panel and ATS and UPS coordination. 
The panel also offers the ability to view system alarms via 
the Web, InfraStruXure Manager or locally.

American Power Conversion: www.apc.com

Non-metallic 
control enclosures

The ControlTower series of non-
metallic enclosures is designed for use 
in larger industrial control systems and 
machine tool control panels. Suited 
for indoor and outdoor environments, 
these enclosures can be freestanding 
or wall mounted to allow maximum 
space for electrical, hydraulic or mechanical control cir-
cuits. Panel series features include more than 360 con-
figurations, gasketed or bonded window availability and 
adaptability for flange-mounted disconnect handles.

Stahlin Non-Metallic Enclosures: www.stahlin.com
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    >> Electrical Power
Electrical system
design software

EasyPower 8.0 electrical power 
system design and analysis software 
features one-touch automated design 
and one-touch automated protective 
device coordination. The software 
also allows users to single-click snap 
devices onto the one-line; size equip-
ment per NEC; view or modify on-line data; perform 
complex arc flash calculations; verify duty ratings and 
compliance; and generate detailed reports. It allows auto-
mated design of low-voltage systems and automatically 
calculates NEC equipment sizing requirements.

ESA, Inc.: www.easypower.com

Plug-and-play 
wiring system

LinKosity Wiring Solutions 
modular ‘plug-and-play’ wiring 
method offers fast installation 
and high technical performance 
for 20-A and 30-A circuits to 
600 Vac power distribution. The wiring components are 
reconfigurable and reusable factory-defined assemblies 
that include power system distribution assemblies, multi-
ports, splitters and tees, closure caps, cables and recep-
tacles, pass-throughs and power system supply assemblies. 
Uses include control systems, industrial automation, mate-
rial handling and process systems.

Hubbell Wiring Device-Kellems: www.hubbell-wiring.com

Lighting panelboard

EZ Box and EZ Trim lighting and 
appliance panelboard enclosure 
designs address traditional panel-
board problems such as safety, secu-
rity, ease and speed of installation 
and maintenance. Panelboard design 
eliminates safety hazards associated 
with steel enclosure boxes. Flanges 
are bent and coated with polyester-
based paint to eliminate sharp edges. 
EZ Trim can be installed without tools. There is no exposed 
hardware on the front panel, increasing security.

Eaton Corp.: www.eatonelectrical.com

Fuses glow 
when blown

Smart Glow fuses feature an 
indicator light that glows when 
the fuse is blown, saving time 
to troubleshoot an open circuit. 
The automotive-style fuses, 
which include ATO, mini, maxi 
and glass tube, are designed to 
be drop-in replacements for existing automotive applica-
tions, but can be used in any low-voltage application up 
to 100 A where indication is beneficial. Amperage ratings 
are color-coded.

Littelfuse: www.littelfuse.com

Wireless energy sub-meters
Shark 100-S energy sub-meters for demand-

ing sub-metering and cost allocation applications 
enable tracking of in-plant departmental 
energy expenditures and communicates 
wirelessly. The meter measures L-
N or L-L voltage, current, Watts, 
Watt-hours, VARs, VARh, VA, VAh, 
PF, frequency, THD, neutral current 
and load. It communicates via IEEE 
802.11 wireless Ethernet, 10BaseT 
Ethernet, Modbus TCP or Modbus 
RS-485. It also features utility peak 
demand metering.

Electro Industries/GaugeTech: www.electroind.com

Mobile motor 
health monitor

ATPOL II electrical signature and 
power quality analyzer features 
handheld portability, Bluetooth 
data transmission, and memory 
cards for expanded data storage. 
It is rated for CAT IV for 600 V, 
and enclosed in a tough case with 
rubberized bottom. The system evaluates 
the electrical and mechanical health of an ac or dc 
motor and its driven load, as well as the incoming power 
quality showing ac/dc power/energy cost analysis.

ALL-TEST Pro, LLC: www.alltestpro.com
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