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    >> Construction Equipment
Roll-up door

The Draw-Tite pow-
ered roll-up door fea-
tures a tensioning device 
that enables the door to 
maintain a seal under 
gusts of up to 70 mph 
and prevents the cur-
tain from blowing out of its guides. It comes standard 
with an in-tube-style 110-V motor that moves the door 
at 6 ips, and it has an active edge that senses objects in 
the lowering curtain’s path. Other features include an 
EPDM weather seal, bendable horizontal stiffeners and 
a breakaway capability.

Goff’s Enterprises, Inc.: www.goffscurtainwalls.com

Transpointer
The PX 10 transpointer 

uses magnetic field detec-
tion technology to determine 
the start and exit points for 
drilling and coring applica-
tions. Capable of measuring 
thicknesses on wood, drywall, 
block and concrete, it features 
a large, easy-to-read LCD and 
a water-resistant rubber casing that protects against dust. 
Other features include a transmitter, a receiver, hand straps 
and adhesive putty.

Hilti, Inc.:
 www.us.hilti.com

Portable vibration 
datalogger

Leonova Infinity portable data-
logger and spectrum analyzer 
features a color touch screen and 
weighs less than 2 pounds. The 
instrument can measure vibration, 
speed, temperature, shock-pulse, 
signal spectrum and other analog 
signals. Capable of both FFT and orbit analysis, the instru-
ment can be used for run-up/coast-down and bump test; 
balancing; and shaft alignment. Basic data for measure-
ment setup can be entered manually or downloaded.

SPM Instrument, Inc.: 
www.spminstrument.com

Non-metallic 
enclosure

The FATBOY double-
deep, J-series, non-metallic 
enclosure features a unique 
‘clam-shell’ appearance and 
rugged durability necessary 
to ensure a practical solution for many extra space applica-
tion requirements without adding height or weight. Suited 
for both indoor and outdoor environments, the enclosure 
provides nearly equal space capacity in both its cover and 
base. It is available in 11 standard sizes with 21 configura-
tions, in both opaque and bonded window versions.

Stahlin Non-Metallic Enclosures: www.stahlin.com

Door strap
The Safety Strap 

is designed for cross 
docks and facilities 
that leave dock doors 
open and can be incor-
porated with the com-
pany’s Dock Communications System. It is available as 
a standalone product or paired with a proximity sensor. 
A high-visibility dock barrier, it offers a robust design 
that exceeds OSHA standards and is retractable to keep 
clear of door openings when not in use.

DL Manufacturing: www.dlmanufacturing.com

Anemometers measure 
temperature

The AN200 and AN100 air-
flow anemometers with built-in 
infrared thermometer are actually 
three meters in one: they measure 
air flow, air velocity and air tem-
perature. Features include a laser 
pointer to identify the target area; 
ability to measure remote surface 
temperatures up to 500 F; an 8:1 distance-to-spot ratio; 
0.01 m/sec resolution; 20-point average for airflow; and 
3% velocity average. Both come with vane sensor, cable 
and 9-V battery.

Extech Instruments Corp.: www.extech.com
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>> Instrumentation
Encoderless 
belt scale

The AIScale self-
powered conveyor belt 
scale incorporates a dc 
generator that provides 
varying dc excitation 
voltage for the load 
cells and wireless transmitter. Rotary encoder or special 
integrators are not necessary because the dc generator 
senses belt speed. Weight per unit can be displayed on a 
panel meter or used as a PLC input for further conversion, 
display or control. Scale frame is a standard idler.

Applied Innovative Solutions, LLC:
www.appliedinnovative.com

pH sensors
PERpH-X pH sensor for high-

temperature applications performs 
longer in temperatures up to 145 C. 
Glass formulations minimize glass 
cracking, which increases sensor 
life, as do the refillable reference 
electrolyte and replaceable refer-
ence junction. The titanium and Ryton outer-body con-
struction can be used cycle after cycle. Reference flow 
into the process stream is controlled using a replaceable, 
chemical resistant, porous Teflon junction.

Rosemount Analytical;
Liquid div. of Emerson Process Management:

www.raihome.com/liquid

Combination pressure 
gauge transducer

The Xmitr combines a pres-
sure gauge with transducer tech-
nology to create a single, conve-
nient dual-function instrument. 
It provides traditional transducer 
features including 4–20 mA and 
voltage outputs and 1% BFSL 
accuracy with electronic temperature compensation from  
-20 degrees C to 85 degrees C. Pressure ranges from 30 
PSI to 5,000 PSI are available in three dial configurations: 
2 inches, 2.5 inches and 3.5 inches. Replaces Bourdon 
tube gauges and transducers.

Ashcroft, Inc.: www.ashcroft.com

User-programmable 
encoder

The DRS61 CoreTech incre-
mental encoders feature reso-
lution that can be user-pro-
grammed from one to 8,192 
lines, as well as the width of 
the zero pulse, using a USB connection and programming 
software. The encoders can also be re-programmed to 
suit different applications. This programmability helps 
reduce encoder inventory. Encoders are available in face-
mount flange, servo flange, blind or through-hollow-shaft 
with connector and cable outlet, TTL or HTL interface 
configurations.

SICK STEGMANN, Inc.: www.stegmann.com

Integrated temperature
power control

The EZ-ZONE ST integrated 
control loop integrates tempera-
ture control, power control, safety 
shut-down and power disconnect 
in a single package. It features a PID temperature control-
ler already connected to a high-amperage, solid-state relay 
(SSR), with the option of adding a properly-sized heat 
sink, current measurement, an over/under temperature 
limit, a definite-purpose mechanical contactor and digital 
communications in one package. Optional remote user 
interface (RUI) displays are available.

Watlow Electric Manufacturing Co.: www.watlow.com

Coriolis flowmeter 
assessment 

In-situ Full Meter Verifica-
tion Technology enables 
self-verification for assess-
ment of calibration and 
health of Micro Motion 
Coriolis flowmeters and 
eliminates field proving and meter removal. The tech-
nology also enables predictive maintenance addressing 
meter health issues before interrupingt operation. Meter 
tests can be performed in less than five minutes without the 
need to stop the process or install secondary references.

Emerson Process Management; Micro Motion Div.:
 www.micromotion.com
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Proportional
proximity sensor

AccuProx high-perfor-
mance analog inductive 
proximity sensor generates 
an electrical signal that varies 
in proportion to the position to the 
metal target within its sensing range, as 
opposed to sending an open or closed signal upon target 
presence or absence characteristic of traditional induc-
tive prox sensors. The sensing range is three to four times 
that of typical tubular analog inductive sensors, without 
compromising accuracy.

Eaton Corp.; Industrial Control Div.: www.eatonelectrical.com

Expanded range 
pH meter

The pH 620 pH meter has 
a pH measurement range 
of -2.00 to 19.99, which is 
expandable to 0.001pH reso-
lution with accuracies up to 
+/-0.002 pH. Meter features 
include IRDA communication, 500-
data set memory and an IP67-rated housing. Time-and-date 
stamping meets GLP standards. Calibration capabilities 
include up to six calibration points, user-settable calibra-
tion due alarm and up to 15 buffer options.

Oakton Instruments; Div. of Cole-Parmer: www.4oakton.com

Graphical system 
design platform

LabVIEW 8.20 graphical 
system design platform for 
control, test and embedded 
system development features 
advanced control and analy-
sis, improved distributed system management and new tar-
gets for HMIs. Marking the 20th anniversary of LabVIEW, 
new libraries allow engineers to use streamlined FPGA 
targeting tools to implement high performance hardware-
based machine monitoring and protection systems. This 
version simplifies custom controller hardware development 
and enables creation of Windows CE-based HMIs.

National Instruments; Software Group: www.ni.com/labview

Corrosion monitoring 
transmitter

SmartCET corrosion monitoring trans-
mitter provides real-time, localized corro-
sion indication rate, Stern-Geary constant (B 
value) and corrosion mechanism indication. 
The probe is available in a three-electrode 
configuration with the selection of different 
probe types and electrode materials. Corrosion 
rate or pitting factor is available online or as 
a standard two-wire 4–20 mA HART process 
variable. The transmitter can withstand up to 
1,500 PSI process pressure.

Honeywell Process Solutions; IM&C Group:
 www.honeywell.com/ps

Glassless inline
pH electrode

The Type 8201 glassless inline pH elec-
trode measures pH in hygienic process 
applications. The electrode does not require 
removal during CIP/SIP cleaning. Under 
standard inline CIP conditions (30 minutes 
per day, maximum temperatures of 185 F at pH 
12), its estimated lifetime is approximately five 
years. It requires only one calibration when the 
electrolyte is replaced as recommended at once 
per year. The electrode can be installed in any 
orientation.

Burkert Fluid Control Systems: www.burkert-usa.com

    >> Instrumentation

Stainless-steel 
servo-rated gearheads

Available in planetary and right-angle 
models, stainless-steel, servo-rated gear-
heads are specifically designed for use with 
its stainless-steel servo motors. Capable of han-
dling IP66 and 1,500-psi washdown conditions, 
the gearheads are designed with low backlash 
to reduce shock loads in dynamic applications. 
Features include an integrated, self-locating input coupling 
to ease assembly.

Baldor Motion Products: www.baldor.com
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grammenssk
Rectangle


	PLE06_Construction_Instrumentation.pdf
	PLE06_Instrumentation.pdf
	PLE06_Instrumentation_2.pdf

