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The VDFT and JDFT 
manual drum faucets 
feature a virgin polyeth-
ylene construction. Both 
models have non-adjust-
able nozzles, manual turn 
handles and hooks to hold 
pails and buckets. Both designs provide graduated dis-
pensing speeds and include a ring around the bottom of 
the spout for hose attachment. The VDFT handle includes 
a hole for a padlock. The JDFT includes a port for an 
additional drum gauge.

Vestil Manufacturing Corp.: www.vestil.com

>> Fluid Handling
Pressure-powered
condensate pump

The Pivotrol PTF4 
high-capacity pressure-
powered condensate pump 
is capable of pumping up 
to 40,000 pounds per hour 
in rapid-cycling process 
environments and under 
elevated pressure and temperature conditions. A patented, 
pressure-balancing body ensures the unit’s dual pumping 
mechanisms share the pumping load equally. Patented 
vent-assist valves release pressure in the pump body dur-
ing the exhaust stroke.

Spirax Sarco, Inc.: www.spiraxsarco.com/us

Containment
pallets

Featuring 100% 
polyethylene con-
struction, Ultra-
Modular IBC SpillPallets offer spill con-
tainment for multiple IBC tanks. Available 
in models that accommodate two, three, four 
and five tanks, the pallets meet SPCC and EPA container 
storage regulation 40 CFR 264.175. Each tank sits on 
a low-profile pallet with a containment capacity of 75 
gallons. Flow-through bulkhead fittings allow sharing of 
containment space between pallets and expansion tanks. 
Indoor and outdoor varieties are available.

UltraTech International, Inc.: www.spillcontainment.com

Manual drum 
faucets

Touch screen control 
box for doors

The FlexLogic interactive 
control box features a graphic 
display that indicates position 
of door panels in real-time and 
facilitates setting of door lim-
its from the floor. An events 
log lists all door activity with 
an explanation of each event, 
accompanied with date and time. A diagnostics menu lists 
each door function and its status. The control box is UL-
approved and NEMA-rated 3, 3R, 4, 4X, 12 and 13.

Flexon, Inc.: www.flexoninc.com

High-speed
rolling door

The Spiral HZ high-per-
formance rolling door is 
engineered to withstand 
Category 4 hurricane-force 
winds. It features rigid, 
double-walled aluminum 
slats with integral rubber 
weather seals between each 
panel and reinforced hinges 
combined with galvanized-steel side columns. The door 
opens at speeds of up to 60 ips and is available in standard 
sizes up to 16x21 feet. 

Rytec Corp.: www.rytecdoors.com

Industrial 
doors

The RapidRoll 
3000R fami ly 
of high-perfor-
mance industrial 
doors is designed 
to improve work-
flow, lower energy 
and maintenance costs and enhance security. Suitable for 
a range of applications that call for frequent in and out 
traffic and/or secured access, the doors have a DiscDrive 
design, facilitating their fit into door openings with limited 
lintel and side room clearances. 

Albany Door Systems: www.albanydoors.com

>> Construction Equipment
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    >> Construction Equipment
Roll-up door

The Draw-Tite pow-
ered roll-up door fea-
tures a tensioning device 
that enables the door to 
maintain a seal under 
gusts of up to 70 mph 
and prevents the cur-
tain from blowing out of its guides. It comes standard 
with an in-tube-style 110-V motor that moves the door 
at 6 ips, and it has an active edge that senses objects in 
the lowering curtain’s path. Other features include an 
EPDM weather seal, bendable horizontal stiffeners and 
a breakaway capability.

Goff’s Enterprises, Inc.: www.goffscurtainwalls.com

Transpointer
The PX 10 transpointer 

uses magnetic field detec-
tion technology to determine 
the start and exit points for 
drilling and coring applica-
tions. Capable of measuring 
thicknesses on wood, drywall, 
block and concrete, it features 
a large, easy-to-read LCD and 
a water-resistant rubber casing that protects against dust. 
Other features include a transmitter, a receiver, hand straps 
and adhesive putty.

Hilti, Inc.:
 www.us.hilti.com

Portable vibration 
datalogger

Leonova Infinity portable data-
logger and spectrum analyzer 
features a color touch screen and 
weighs less than 2 pounds. The 
instrument can measure vibration, 
speed, temperature, shock-pulse, 
signal spectrum and other analog 
signals. Capable of both FFT and orbit analysis, the instru-
ment can be used for run-up/coast-down and bump test; 
balancing; and shaft alignment. Basic data for measure-
ment setup can be entered manually or downloaded.

SPM Instrument, Inc.: 
www.spminstrument.com

Non-metallic 
enclosure

The FATBOY double-
deep, J-series, non-metallic 
enclosure features a unique 
‘clam-shell’ appearance and 
rugged durability necessary 
to ensure a practical solution for many extra space applica-
tion requirements without adding height or weight. Suited 
for both indoor and outdoor environments, the enclosure 
provides nearly equal space capacity in both its cover and 
base. It is available in 11 standard sizes with 21 configura-
tions, in both opaque and bonded window versions.

Stahlin Non-Metallic Enclosures: www.stahlin.com

Door strap
The Safety Strap 

is designed for cross 
docks and facilities 
that leave dock doors 
open and can be incor-
porated with the com-
pany’s Dock Communications System. It is available as 
a standalone product or paired with a proximity sensor. 
A high-visibility dock barrier, it offers a robust design 
that exceeds OSHA standards and is retractable to keep 
clear of door openings when not in use.

DL Manufacturing: www.dlmanufacturing.com

Anemometers measure 
temperature

The AN200 and AN100 air-
flow anemometers with built-in 
infrared thermometer are actually 
three meters in one: they measure 
air flow, air velocity and air tem-
perature. Features include a laser 
pointer to identify the target area; 
ability to measure remote surface 
temperatures up to 500 F; an 8:1 distance-to-spot ratio; 
0.01 m/sec resolution; 20-point average for airflow; and 
3% velocity average. Both come with vane sensor, cable 
and 9-V battery.

Extech Instruments Corp.: www.extech.com

>> Instrumentation
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