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Proportional
proximity sensor

AccuProx high-perfor-
mance analog inductive 
proximity sensor generates 
an electrical signal that varies 
in proportion to the position to the 
metal target within its sensing range, as 
opposed to sending an open or closed signal upon target 
presence or absence characteristic of traditional induc-
tive prox sensors. The sensing range is three to four times 
that of typical tubular analog inductive sensors, without 
compromising accuracy.

Eaton Corp.; Industrial Control Div.: www.eatonelectrical.com

Expanded range 
pH meter

The pH 620 pH meter has 
a pH measurement range 
of -2.00 to 19.99, which is 
expandable to 0.001pH reso-
lution with accuracies up to 
+/-0.002 pH. Meter features 
include IRDA communication, 500-
data set memory and an IP67-rated housing. Time-and-date 
stamping meets GLP standards. Calibration capabilities 
include up to six calibration points, user-settable calibra-
tion due alarm and up to 15 buffer options.

Oakton Instruments; Div. of Cole-Parmer: www.4oakton.com

Graphical system 
design platform

LabVIEW 8.20 graphical 
system design platform for 
control, test and embedded 
system development features 
advanced control and analy-
sis, improved distributed system management and new tar-
gets for HMIs. Marking the 20th anniversary of LabVIEW, 
new libraries allow engineers to use streamlined FPGA 
targeting tools to implement high performance hardware-
based machine monitoring and protection systems. This 
version simplifies custom controller hardware development 
and enables creation of Windows CE-based HMIs.

National Instruments; Software Group: www.ni.com/labview

Corrosion monitoring 
transmitter

SmartCET corrosion monitoring trans-
mitter provides real-time, localized corro-
sion indication rate, Stern-Geary constant (B 
value) and corrosion mechanism indication. 
The probe is available in a three-electrode 
configuration with the selection of different 
probe types and electrode materials. Corrosion 
rate or pitting factor is available online or as 
a standard two-wire 4–20 mA HART process 
variable. The transmitter can withstand up to 
1,500 PSI process pressure.

Honeywell Process Solutions; IM&C Group:
 www.honeywell.com/ps

Glassless inline
pH electrode

The Type 8201 glassless inline pH elec-
trode measures pH in hygienic process 
applications. The electrode does not require 
removal during CIP/SIP cleaning. Under 
standard inline CIP conditions (30 minutes 
per day, maximum temperatures of 185 F at pH 
12), its estimated lifetime is approximately five 
years. It requires only one calibration when the 
electrolyte is replaced as recommended at once 
per year. The electrode can be installed in any 
orientation.

Burkert Fluid Control Systems: www.burkert-usa.com

    >> Instrumentation

Stainless-steel 
servo-rated gearheads

Available in planetary and right-angle 
models, stainless-steel, servo-rated gear-
heads are specifically designed for use with 
its stainless-steel servo motors. Capable of han-
dling IP66 and 1,500-psi washdown conditions, 
the gearheads are designed with low backlash 
to reduce shock loads in dynamic applications. 
Features include an integrated, self-locating input coupling 
to ease assembly.

Baldor Motion Products: www.baldor.com

>> Power Transmission
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